
Open-E Authorized Partner and 
internet access provider from Latvia. 
Services also include data center 
services, such as cloud computing 
and virtualization.

For each of 2 nodes

High performance Open-E JovianDSS 
All-flash Metro Cluster with a total 
capacity scalable up to 16TB.

Total capacity: 4.7 TiB

High availability: Yes (Metro Cluster)

Disks type: SSD

Version: UC-EN-2018/06

Themselves

IT Industry

Latvia

Given the field of activity, the  
company was looking for a data 
storage solution providing extremely 
fast access to their databases.
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Server Supermicro 826 with 12 x 3.5" disks slots

Processor 2 x Intel® Xeon 2690

RAM 256GB for Deduplication and ARC

HBA LSI 9211-8i SAS

SSDs 6 x 1,92TB Micron 5100 MAX (5 DWPD)

NICs 2 x Dual Port Intel® x520-da2 10G

USE CASE
ALL FLASH METRO CLUSTER

FOR INTERNET ACCESS PROVIDER

OPEN-E LICENSES

Product 2 x Open-E JovianDSS  + 2 x 16TB

Add-on Advanced Metro HA Cluster Feature Pack

Support 2 x 1 year 24/7 Support

STORAGE CHARACTERISTICS

Gross unformatted storage capacity1 23.04 TB 
(2 x 6 x 1.92 TB)

Net unformatted storage capacity2 5.8 TB

Gross formatted storage capacity3 20.9 TiB

Net formatted storage capacity4 5.3 TiB

Usable data storage capacity5 4.7 TiB

1  Gross unformatted storage capacity: The unformatted capacity of all disks, before RAID is 
applied.
2  Net unformatted storage capacity: The unformatted capacity of all disks, after RAID is applied.
3  Gross formatted storage capacity: The formatted capacity of all disks, before RAID is applied. 
This capacity is used to calculate the licensed capacity for RAID Z-1, Z-2 and Z-3.
4  Net formatted storage capacity: The formatted capacity of all disks, after RAID is applied. This 
capacity is used to calculate the licensed capacity for mirrored arrays.
5 Usable data storage capacity: The actual usable capacity that is exported to the storage client.  
It is the result of multiplying net formatted storage capacity with the pool max used capacity factor.
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